METALLIC FIXINGS

FIXATIONS METALLIQUES

FM-744

Heavy duty four segments shield anchor
Cheville métallique a guatre segments
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CERTIFICATIONS

CERTIFICATIONS
Non-cracked concrete
Béton non fissuré

Pllug For screw Outerbox

Code Chav)'(”f Pour vis Phg. Cond.

Anchor only 74400b10040 10x40 M6 50 500
white zinc plated 74400b14050 14x50 M8 50 500
Cheville nue 74400b16060 16x60 M10 25 250
zingué blanc 74400b20080 20x80 M12 20 200

Certified product when coupled with hex head screw DIN933 grade 8.8 and washer DIN125-1
Article certifié avec vis T.H. DIN933 classe 8.8 et rondelle DIN125-1

Code Che};lillllg et heaei:c{e: Pkg. 0u1&r]l[)%x

OxL OxL g

Hex head screw grade 8.8 74411b10040 10x40 M6x50 50 500
white zinc p|ated 74411b14050 14x50 M8x60 50 250
: 74411b16060 16x60 M10x80 25 125
\z/ilr?ngjZ'bcllaa:wsse 88 74411020080 20x80 M12x90 20 100
Pllug I?ar Outerbox

= Code Ch‘eav)lllli ETI)?E Pkg. Cond.
Threaded bar grade 5.8 74412010040 10x40 M6x65 50 500
white zinc plated 74412b14050 14x50 M8x75 50 250
Tige filetée classe 5.8 74412b16060 16x60 M10x95 25 125
74412b20080 20x80 M12x115 20 100

zingué blanc

Codes not covered by CE certification / Codes non certifiés CE

Plug

""""" cah Ogwx gmemex gy o

- 74413010040 10x40 M6 9,5 50 500

"’:ﬁ:ﬂ:“ziﬂépp'l‘:t‘;z 74413014050 14x50 M8 11 50 250

74413b16060 16x60 M10 14 2% 125

Crochet forgé 74413b20080 20x80 M12 16 20 80
zingué blanc

Codes not covered by CE certification / Codes non certifiés CE

Plug

: Eye 0 int. eye Outerbox

v Chav)'(”i Piton 0 int. piton Pkg. Cond.

Forged eye 74414b10040 10x40 M6 10 50 500
white zinc plated 74414b14050 14x50 M8 11,5 50 250
Piton forgé 74414b16060 16x60 M10 14,5 25 125
zingué blanc 74414b20080 20x80 M12 17 20 80

Codes not covered by CE certification / Codes non certifiés CE
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